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maintain.the Construction Exit will result in 
enforcement action by the City. 
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Conditions of Demolition/Moving 
4' construction fencing shall enclose existing basement perimeter and 

\ excavations with slopes steeper than 1:1. Attach fencing to minimum 
5' posts buried l' and spaced at a maximum 10' on center. 

■A‘ Enclose stockpiled soils with properly installed silt fencing. 

1(‘ Property must be restored within thirty (30) days of building 
demolition/move - utilities abandoned at the property line with a 
permit, foundation demolished with a separate permit, debris 
removed, demolition excavation filled to match adjacent grade and 
seed or sod placed and maintained at disturbed areas OR a permit 
must be issued for a new structure within thirty (30) days of the 
building demolition/move. 



6i0  

Water Main 

= • SCALE: 1 inch = 30 feet 

MH 
939:4 

939.3  GROVE 
939.0 

FN IP 
9401  

Rock Const. 
Ent. 

939.1  

lat 90.0 
8,9 S 

938.6 

939.5 — 

LO 
d 

ON 
0 

0 2  940.0 1 
_ 

944.8 
C 	/ 	 
C-.• I/ 

Existing Home 
GF=942.2 

<1.) 
M I 

L _ _ 
941.8  oor, 

94.3 31  

10:k 
\ 

0 
0 

3.5P ine 
42.4 

7.5,7,4.5' 
Box 
946.5 

942 

Sif 

San Sewer 
Storm Sewer 

Existing Home 
GF=942.2 

Meas. 90.71 N88'4 
Plat 90.0 

3'40"W 

LOT SQ. FOOTAGE =10,872 
BUILDING SQ. FOOTAbE = 2,426 

BUILDING COVERAGE = 22.3% 

Aprox. Sewer Service 
Proposed Elev. 
Existing Elev. 
Drainage Directions 
Denotes Offset Stake 

945.1 	Exist Home = 945.2 
943.2 
941.8 Drop 1' 
934.5 

= Verify 

Front—  30 House Side — 10 
Rear—  25 	Garage Side-10 

First Floor = 
Top of Block = 
Garage Floor = 
Basement Floor = 

PROPOSED ELEVATIONS 

THN 
941.12 

513 

END IP 
946.8 END P 

942.6 

MH 
939.2 

BENCHMARK, 

TNH as Shown 
Elev= 941.12 

MIN. SETBACK REQUIREMENTS 


	Page 1
	Page 2

